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DEDUCT ALTERNATES (ALT.)

DEDUCT ALT. #1 - PERFORATED METAL SCREEN WALLS

BASE: Perforated metal screen with accent lighting as shown on

these drawings.

DEDUCT: Delete perforated metal screen and supporting

structure as shown on Drawing(s) 05/A2.1 and 03/A2.2, delete

accent lighting as shown on Drawing(s) 01/A2.4, 02/A2.4, 11/A5.2

and 02/E1.4.

DEDUCT ALT. #2 - ELEVATOR LOBBY UPGRADES

BASE: Elevator finishes as shown on the drawings.

DEDUCT: Delete exposed aggregate finish on concrete floor as

shown in Drawing(s) 01/A3.1, 01/A3.2, 04/A5.2 and 05/A5.2 and

substitute smooth trowel finish, delete suspended metal ceilings

as shown on Drawing(s) A4.1 and A4.2, provide substitute light

fixtures as shown on fixture schedule E0.0 and Drawing(s) A4.1

and A4.2.

DEDUCT ALT. #3 - SITE IMPROVEMENTS

BASE: All site work shown on the drawings.

DEDUCT: Provide only site work shown on the Drawing(s)

01/CS3.1 and CS3.2.

DEDUCT ALT. #4  - LANDSCAPE AND SITE FURNISHINGS

BASE: All landscape work and site furnishings shown on the

drawings.

DEDUCT: Provide only the landscape work and site furnishings

shown on Drawing(s) 01/LP7.0 and LP7.1.

DEDUCT ALT. #5 - AUTOMATIC DOOR OPENING DEVICES

BASE: All automatic door opening devices shown on the

drawings and hardware schedule.

DEDUCT: Provide manual door closer as specified in Spec

Section(s) 087100. Delete electrical feeds shown on Drawing(s)

01/E2.1, 01/E2.4 and 02/E2.4.

DEDUCT ALT. #6 - CARD READERS

BASE: All card readers shown on the drawings and hardware

schedule.

DEDUCT: Provide manual door locks/latches as specified in

Spec Section(s) 087100. Delete electrical feeds shown on

Drawing(s) 02/E2.2, 01/E2.4 and 02/E3.2.

DEDUCT ALT. #7 - BARRIER CABLE SYSTEM

BASE: Barrier cable system as shown on the drawings.

DEDUCT: Delete barrier cables at exterior openings as shown

on Drawing(s) A2.1, A2.2 and 06/A2.4.

DEDUCT ALT. #8 - CRASH BARRIER, BOLLARDS AND

SECURITY GATES

BASE: All crash barriers, bollards, and security gates shown on

the drawings.

DEDUCT: Delete all crash barriers, bollards, and security gates

shown on Drawing(s) 01/CS3.0, 04/LP7.1 and 05/LP7.1.

DEDUCT ALT. #9 - SITE FENCING

BASE: All site fencing shown on these drawings.

DEDUCT: Delete all site fencing shown on Drawing(s) 01/CS3.0

and 08/LP7.1

DEDUCT ALT. #10 - INTERIOR GARAGE BARRIER FENCING

BASE: All cable type barrier fencing shown on the drawings.

DEDUCT: Provide chain link barrier fencing shown on Drawing(s)

S2.1 and 06/S3.3.

DEDUCT ALT. #11 - SECURITY CAMERAS

BASE: Security cameras shown on the drawings.

DEDUCT: Delete security cameras and appurtenances (conduit,

junction boxes, and power) shown on Drawing(s) E3.3, E3.4 and

02/E3.5.

DEDUCT ALT. #12 - LED LIGHTING

BASE: LED lighting as shown on the drawings.

DEDUCT: Provide substitute light fixtures as shown on fixture

schedule E0.0 and as shown on Drawing(s) E1.4, E1.5 and E1.6.

DEDUCT ALT. #13- SECURITY BOOTH

BASE: Security booth as shown on the drawings.

DEDUCT: Delete security booth and appurtenances shown on

Drawing(s) A4.3, 02/E1.4, 03/E2.2 and 01/E2.3.

DEDUCT ALT. #14 - PARKING TIERS

BASE: 2-1/2 new tiers as shown on the drawings.

DEDUCT: Delete 1/2 tier connecting ramp as shown on

Drawing(s) 02/A1.2, 02/A1.6, A2.1, A2.2, 01/S1.5, 02/M1.3,

02/P1.3, 03/FP1.3, 02/E1.6, 02/E2.4 and 02/E3.4.
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DEDUCT ALTERNATES (ALT.)

DEDUCT ALT. #1 - PERFORATED METAL SCREEN WALLS

BASE: Perforated metal screen with accent lighting as shown on

these drawings.

DEDUCT: Delete perforated metal screen and supporting

structure as shown on Drawing(s) 05/A2.1 and 03/A2.2, delete

accent lighting as shown on Drawing(s) 01/A2.4, 02/A2.4, 11/A5.2

and 02/E1.4.

DEDUCT ALT. #2 - ELEVATOR LOBBY UPGRADES

BASE: Elevator finishes as shown on the drawings.

DEDUCT: Delete exposed aggregate finish on concrete floor as

shown in Drawing(s) 01/A3.1, 01/A3.2, 04/A5.2 and 05/A5.2 and

substitute smooth trowel finish, delete suspended metal ceilings

as shown on Drawing(s) A4.1 and A4.2, provide substitute light

fixtures as shown on fixture schedule E0.0 and Drawing(s) A4.1

and A4.2.

DEDUCT ALT. #3 - SITE IMPROVEMENTS

BASE: All site work shown on the drawings.

DEDUCT: Provide only site work shown on the Drawing(s)

01/CS3.1 and CS3.2.

DEDUCT ALT. #4  - LANDSCAPE AND SITE FURNISHINGS

BASE: All landscape work and site furnishings shown on the

drawings.

DEDUCT: Provide only the landscape work and site furnishings

shown on Drawing(s) 01/LP7.0 and LP7.1.

DEDUCT ALT. #5 - AUTOMATIC DOOR OPENING DEVICES

BASE: All automatic door opening devices shown on the

drawings and hardware schedule.

DEDUCT: Provide manual door closer as specified in Spec

Section(s) 087100. Delete electrical feeds shown on Drawing(s)

01/E2.1, 01/E2.4 and 02/E2.4.

DEDUCT ALT. #6 - CARD READERS

BASE: All card readers shown on the drawings and hardware

schedule.

DEDUCT: Provide manual door locks/latches as specified in

Spec Section(s) 087100. Delete electrical feeds shown on

Drawing(s) 02/E2.2, 01/E2.4 and 02/E3.2.

DEDUCT ALT. #7 - BARRIER CABLE SYSTEM

BASE: Barrier cable system as shown on the drawings.

DEDUCT: Delete barrier cables at exterior openings as shown

on Drawing(s) A2.1, A2.2 and 06/A2.4.

DEDUCT ALT. #8 - CRASH BARRIER, BOLLARDS AND

SECURITY GATES

BASE: All crash barriers, bollards, and security gates shown on

the drawings.

DEDUCT: Delete all crash barriers, bollards, and security gates

shown on Drawing(s) 01/CS3.0, 04/LP7.1 and 05/LP7.1.

DEDUCT ALT. #9 - SITE FENCING

BASE: All site fencing shown on these drawings.

DEDUCT: Delete all site fencing shown on Drawing(s) 01/CS3.0

and 08/LP7.1

DEDUCT ALT. #10 - INTERIOR GARAGE BARRIER FENCING

BASE: All cable type barrier fencing shown on the drawings.

DEDUCT: Provide chain link barrier fencing shown on Drawing(s)

S2.1 and 06/S3.3.

DEDUCT ALT. #11 - SECURITY CAMERAS

BASE: Security cameras shown on the drawings.

DEDUCT: Delete security cameras and appurtenances (conduit,

junction boxes, and power) shown on Drawing(s) E3.3, E3.4 and

02/E3.5.

DEDUCT ALT. #12 - LED LIGHTING

BASE: LED lighting as shown on the drawings.

DEDUCT: Provide substitute light fixtures as shown on fixture

schedule E0.0 and as shown on Drawing(s) E1.4, E1.5 and E1.6.

DEDUCT ALT. #13- SECURITY BOOTH

BASE: Security booth as shown on the drawings.

DEDUCT: Delete security booth and appurtenances shown on

Drawing(s) A4.3, 02/E1.4, 03/E2.2 and 01/E2.3.

DEDUCT ALT. #14 - PARKING TIERS

BASE: 2-1/2 new tiers as shown on the drawings.

DEDUCT: Delete 1/2 tier connecting ramp as shown on

Drawing(s) 02/A1.2, 02/A1.6, A2.1, A2.2, 01/S1.5, 02/M1.3,

02/P1.3, 03/FP1.3, 02/E1.6, 02/E2.4 and 02/E3.4.
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DEDUCT ALTERNATES (ALT.)

DEDUCT ALT. #1 - PERFORATED METAL SCREEN WALLS

BASE: Perforated metal screen with accent lighting as shown on

these drawings.

DEDUCT: Delete perforated metal screen and supporting

structure as shown on Drawing(s) 05/A2.1 and 03/A2.2, delete

accent lighting as shown on Drawing(s) 01/A2.4, 02/A2.4, 11/A5.2

and 02/E1.4.

DEDUCT ALT. #2 - ELEVATOR LOBBY UPGRADES

BASE: Elevator finishes as shown on the drawings.

DEDUCT: Delete exposed aggregate finish on concrete floor as

shown in Drawing(s) 01/A3.1, 01/A3.2, 04/A5.2 and 05/A5.2 and

substitute smooth trowel finish, delete suspended metal ceilings

as shown on Drawing(s) A4.1 and A4.2, provide substitute light

fixtures as shown on fixture schedule E0.0 and Drawing(s) A4.1

and A4.2.

DEDUCT ALT. #3 - SITE IMPROVEMENTS

BASE: All site work shown on the drawings.

DEDUCT: Provide only site work shown on the Drawing(s)

01/CS3.1 and CS3.2.

DEDUCT ALT. #4  - LANDSCAPE AND SITE FURNISHINGS

BASE: All landscape work and site furnishings shown on the

drawings.

DEDUCT: Provide only the landscape work and site furnishings

shown on Drawing(s) 01/LP7.0 and LP7.1.

DEDUCT ALT. #5 - AUTOMATIC DOOR OPENING DEVICES

BASE: All automatic door opening devices shown on the

drawings and hardware schedule.

DEDUCT: Provide manual door closer as specified in Spec

Section(s) 087100. Delete electrical feeds shown on Drawing(s)

01/E2.1, 01/E2.4 and 02/E2.4.

DEDUCT ALT. #6 - CARD READERS

BASE: All card readers shown on the drawings and hardware

schedule.

DEDUCT: Provide manual door locks/latches as specified in

Spec Section(s) 087100. Delete electrical feeds shown on

Drawing(s) 02/E2.2, 01/E2.4 and 02/E3.2.

DEDUCT ALT. #7 - BARRIER CABLE SYSTEM

BASE: Barrier cable system as shown on the drawings.

DEDUCT: Delete barrier cables at exterior openings as shown

on Drawing(s) A2.1, A2.2 and 06/A2.4.

DEDUCT ALT. #8 - CRASH BARRIER, BOLLARDS AND

SECURITY GATES

BASE: All crash barriers, bollards, and security gates shown on

the drawings.

DEDUCT: Delete all crash barriers, bollards, and security gates

shown on Drawing(s) 01/CS3.0, 04/LP7.1 and 05/LP7.1.

DEDUCT ALT. #9 - SITE FENCING

BASE: All site fencing shown on these drawings.

DEDUCT: Delete all site fencing shown on Drawing(s) 01/CS3.0

and 08/LP7.1

DEDUCT ALT. #10 - INTERIOR GARAGE BARRIER FENCING

BASE: All cable type barrier fencing shown on the drawings.

DEDUCT: Provide chain link barrier fencing shown on Drawing(s)

S2.1 and 06/S3.3.

DEDUCT ALT. #11 - SECURITY CAMERAS

BASE: Security cameras shown on the drawings.

DEDUCT: Delete security cameras and appurtenances (conduit,

junction boxes, and power) shown on Drawing(s) E3.3, E3.4 and

02/E3.5.

DEDUCT ALT. #12 - LED LIGHTING

BASE: LED lighting as shown on the drawings.

DEDUCT: Provide substitute light fixtures as shown on fixture

schedule E0.0 and as shown on Drawing(s) E1.4, E1.5 and E1.6.

DEDUCT ALT. #13- SECURITY BOOTH

BASE: Security booth as shown on the drawings.

DEDUCT: Delete security booth and appurtenances shown on

Drawing(s) A4.3, 02/E1.4, 03/E2.2 and 01/E2.3.

DEDUCT ALT. #14 - PARKING TIERS

BASE: 2-1/2 new tiers as shown on the drawings.

DEDUCT: Delete 1/2 tier connecting ramp as shown on

Drawing(s) 02/A1.2, 02/A1.6, A2.1, A2.2, 01/S1.5, 02/M1.3,

02/P1.3, 03/FP1.3, 02/E1.6, 02/E2.4 and 02/E3.4.
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